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XBXGJ-2100
       Desktop capping machine

OPERATION INSTRUCTIONS
For your safety and continued enjoyment of this product, please kindly 

read this manual carefully before use this machine.

     Dongguan Xiangbo Electromechanical Equipment Co., Ltd
                               Website：http://www.0769xb.com.cn
Ⅰ. Machine Function: 
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1.Torque regulator 2.Power switch 3.Control panel 4.Cap size regulator 5.capping head 6.electromagnetic valve 7.up and down adjustment 8.capping motor 9.cylinder 10.position withstand 
Ⅱ：Main technical parameters: 
1. Power：AC220／50Hz
2. Voltage：110V
3. Cap Diameter：￠15-￠60MM

4. Capping speed：20-50times／min
5. Applied bottle height：30-330MM

6. Air compressure：0.2-0.6Kgf／cm

7. Weight：25Kg

8. Size：600Ｘ450Ｘ600mm

Ⅲ：Operation Precautions:
1. Before using, add ISOVG32 pneumatic gas oil or equivalent oil on the gas source processor. 
2. To adjust the capping head according to the bottle height. 
3. To adjust the cap size, according to the bottle cap, two sides adjust at the same time. 
4. To adjust the position withstand, let the bottle mouth under the center of the capping head. 
5. To adjust the Torque regulator meet capping strength. 
6. Switch on the power, open the hand sliding switch for gas. 
7. Control valve operation, first to pull up the adjustment switch can adjust the air pressure. 
8. Manual operation, to connect the food stamp switch under the electric box. Note: To be sure the manual/ automatic button on the red light position. 
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1. Air pressure adjustment valve 2.Hand slide switch 3.Air access 4.Air pressure meter 5.Filter 6. Foot stamp switch 7.Oil place 8.Pneumatic oil cup 9.Oil volume adjustment
Ⅳ：Trouble treatment method 
      1. Machine cannot open, check if it is supply AC220V power or power is damage, transformer burn off, change a new one. 
2. Cannot work automatic, manual/automatic doesn’t switch, or not open start button, or the wire board in trouble, electromagnetic valve cause it. 
3. Motor does not move, torque adjustment switch broken or transformer, capping motor, capping motor start button in trouble.  
4. Capping lose or not tight, adjust the torque regulator.。
5. Capping motor does not move, check if the power, or electromagnetic valve, wire board in trouble. 
6. Cap press cylinder does not move, check if the power, or electromagnetic valve, wire board in trouble.
Ⅴ：Operation panel function: 
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1. Counter
2. Manual/Auto, manual indictor in red, and auto indicator in green. 
3. Stop/start button 
4. Lock cap time display 
5. Capping pause interval time 
6. Capping motor start button 
7. Output reset button 
8. Capping start button 
9. Capping time adjust button-increase 
10. Capping time adjust button-decrease 
11. Capping pause interval time button-Increase 
12. Capping pause interval tine button-Decrease
13. Cap press start button.
Ⅵ：System maintenance 
1. Before or after opening the machine, keep the machine inside and outside clean, to make sure the machine normal movement. 
2. In the morning and afternoon, check all screw of the machine, sure no loose, if find, tightening it with tool. 
3. Keep other products away from the machine, to avoid stop the machine move. 
4. Out of work time, turn off the power to avoid other trouble. 
